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Leak Detector Pro

Why Buy Leak Detector Pro?

Leaks can lead to costly damage and disruptions. With our advanced sensor technology, Leak Detector Pro, you can proactively monitor up to four

independent zones, ensuring a safer, more secure environment designed to enhance functionality and efficiency.

Benefits [ RNl T SlsesoNe ]

e Prevent costly damages by instantly detecting
leaks

Dedicated relay outputs and a master relay Opaitens
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offer proactive alerts for leaks or faults.
Get customizable sensitivity with high precision.

Fast and easy installation with minimal
configuration

Specifications

Sensor Cable
Max length
Min: 22 AWG, Max: 12 AWG
Screw Terminal +  Water Treatment Rooms
Leak detector package «  Water Purification Systems
Power Requirements 10— 30 VCD @ .25 Amps, 60 Hz . \Water De-lonizers
Housing Size (w x d x h) A5 %3S 257 (107.95 mm x 88.9 mm x 31.75mm)

‘ , L « Office Buildings
Housing Mounting
TDS Thresholds A .
¢ LED Guide

:
Operating Temperature Green: No faults detected
Output Relays N.O., 5 Amp Resistive Load, 2 Amp Inductive Load Red: Broken sensor wire

. » Flashing Red: Leak detected
Price: $115

« Server Rooms

Caution: Not for explosive and high heat environments!

I Step-by-Step Guide

Stepl:  Install the controller by mounting it on a DIN rail and connect it to
a 10 - 30 VDC power source.

Step2: Configure Inputs
- Select sensitivity for treated or untreated water. M m m

- Set Master Relay Mode for normal or reverse operation
- Set Zone Relay Mode for normal or reverse operation
» Jumper unused zone inputs
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Step3: Position sensors and wire to controller THIS SIDE UP
Step4: Wire Zone and Master outputs to system controller or monitoring
system

Conclusion: Do not let water leaks disrupt your operations! Protect your space with the Leak Detector Pro.
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